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Introduction

The Sure Shot Zoom XL (Date) is an automatic,
compact camera with a power zoom lens that
covers a focal length range from 39mm to 85mm.
Two additional features make it one of the lead-
ing cameras in its class.

The first feature, Intelligent Framing Zoom
memorizes the subject’s magnification selected
by the user. This allows the background to be
changed without affecting the subject’s size for
creative photos.

The second feature is a Remote Control Func-
tion with a compact controller that quickly
detaches for more freedom in taking pictures.
Like SLR (single-lens reflex) cameras, a Passive
AF System and Three-zone Light Metering
System produce good quality photos every time.
Automated features such as the zoom flash and
film handling tasks make this camera simple to
handle.

This instruction book is composed of four parts.
Part I covers shooting preparations; Part II, basic
photo taking; Part IIl, more advanced operations,
and Part IV, date imprinting. Please read it care-
fully for a thorough understanding before taking
pictures.

While reading these instructions. unfold the
front flap of this booklet for easy reference to
the camera’s parts.
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m Handling Precautions

1) This camera is not resistant to water, and
should not be used outdoors if snowing. If
accidentally dropped in water, contact an
authorized Canon Service Facility. Keep the
camera out of salt spray, and excessive hu-
midity. If used at the beach, clean it
thoroughly afterward with a dry cloth.

2) Store the camera in a cool, dry, dust-free
place. Be sure to keep the camera out of
direct sunlight, and away from “hot spots”
such as the trunk or rear window shelf of a
car. Avoid places where moth balls are used
and in excessive humidity, use a desiccant.

3) Do not attempt to disassemble the camera
yourself, due to the high-voltage circuitry
inside.

Difficult Subiects for Autofocus .............. 45

4) The battery may explode or cause burns if
disassembled, recharged, shorted, exposed
to high temperatures, or disposed of in fire.

5) Use a blower brush to remove dust and
sand from the lens and inside the camera.
Do not apply any fluids to the lens or body.
Take it to a Canon Service Facility for more
cleaning if necessary.

6) Film passing through X-ray examinations at
airports may be exposed and ruined even
when loaded in the camera. Request a
handchecked inspection to avoid damage.

7) Color reproduction may be adversely affect-
ed if film is left in the camera for a long
time. Always develop exposed film promptly.
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I. Shooting Preparations
1. Neckstrap

Attach the neckstrap to the fixture as illustrated.

2. Checking the Battery

A lithium battery pack (2CRS, 6V) is installed at

assembly.

e|f the battery has not been included, see p.79.
Check the battery to ensure readiness before
shooting.
1) Set the main switch to “A”.
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2) The battery power is sufficient if the battery
check mark “ | " appears in the display
panel.

olf * § " blinks, have a new battery handy.
oIf * f§ " does not appear, replace with a new
battery.

Shooting Capacity: approx. 35 rolls of 24-exp.

film with 50% flash use. (Data based on

Canon's Standard Test Method)

* When you intend to take many pictures, i.e.
trip or wedding, be sure to take a spare bat-
tery with you.

*When the camera is not in use, set the
main switch to“L”. This closes the lens
cover to protect the lens and prevent ac-
cidental exposure.
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3. Holding the Camera

1) Put the neckstrap around your neck and hold
the camera firmly.

2) Keep your left elbow close to your body.

3) Lightly hold the camera against your nose and
look into the viewfinder.

*Be sure not to block the lens, autofocus win-
dows, exposure metering windows, illumina-
tion window or flash head with your fingers
or hair.

*Be sure not to touch the lens barrel during
zooming. (see p. 35)

4) Spread your feet about shoulder width for a
steady, natural stance.
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4. Shutter Button Action

The shutter button activates three functions de-

pending on the amount of the pressure applied.

1) Press halfway for automatic focus and ex-
posure metering. When the subject is in focus,
the green lamp, in-focus symbol lights up.

2) Press completely to take the picture.

3) Press and hold completely for continuous
shooting. (See p. 33)

¢ The shutter cannot be pressed completely if
the subject is not in focus.

* Shutter button action plays an important part
in taking sharp pictures. A quick stroke with
the tip of your finger or fingernail may cause
unnecessary camera movement called
“camera shake".
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5. Checking the Display Panel Information

. The camera uses a liquid crystal display to show
)@ @D 6 © shooting information. The diagram shows all the
o/ symbols for explanation purposes only and ac-
tually never looks like this.
. Slow-sync. mode
. Flash-off mode

. Flash-on mode

. Intelligent framing zoom mode
. Battery check

. Remote controller off

. Continuous shooting

. Film transport

. Back cover open
. Film-load check
. Frame counter

@ ® @ {0 in *When E1, E2, E4 or E8 is displayed, remove
once the battery and replace it (see P. 79). If
the display still remains even after this opera-
tion, take the camera to a Canon Service
Facility.

= O WONOOUOAEWN =
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*After about five years, the display panel may
become hard to read. Take the camera to the
nearest Canon Service Facility for the replace-
ment of the liquid crystal. Replacement will be
at owner's expense.

6. Loading the Film

Use only DX-coded film. The camera automati-

cally sets the film speed. (ISO 50 - 3200 accord-

ing to DX code standard)

1) Slide the back cover latch down to open the
back cover.

2) Insert the flat end of the film cartridge in first.

3) Carefully pull the film tip across only until it
reaches the white line marked “FILM".
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4) Make sure that the film has no slack and close

the back cover. The camera advances the film

automatically and stops when"1" appears in

the frame counter.

e|f the film does not advance correctly, three
indicators will blink in the display panel to
warn you that the film needs to be reloaded.
The three indicators are, the frame counter,
the film transport bar marks and the back
cover indicator *._—".

e|lf non DX-coded film is used, the film speed
will be set to ISO 100. The film does not load
automatically, press the shutter button until
“1" appears in the frame counter.

oFor slide film, use only ISO 50, 100, 200, 400,
800, 1600, or 3200.

*Film becomes soft and tears easily in humi-
dity. Keep it stored in its canister until use.
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7. Automatic Film Rewind

The film automatically rewinds at the end of the

roll. During rewind, the frame counter counts in

descending order.

Film rewind stops automatically when the film has

been completely rewound.

1) Make sure that “ f@ " and . _—" are blink-
ing in the display panel.

2) Open the back cover and remove the film car-
tridge.

Mid-roll Rewind

Press the film rewind button on the top of the
camera to rewind before the roll ends. Use the
small projection provided on the neckstrap pad.
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ll. Basic Picture Taking Operations
1. Setting the Film Winding Mode

There are two automatic film winding modes:
1) Single frame mode: The film automatically ad-

vances to the next frame after each picture.
This mode is automatically set each time you
set the main switch to "A".

2) Continuous ([J)): The film advances continu-

ously when the shutter button is held down.
(Maximum 1.2 frames per second). Press the
shooting mode selector marked
“Q/1.F.ZOOM" to display “ )" to set this
mode.

» The continuous mode cannot be set when the
remote control is in use,
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