CODE NO. ITEM

C12-1862-211 Canon T80 body only

C12-1862-281 Canon T80 w/lens
AC 50mm /1.8

C12-1862-2A1 Canon T80 w/lens
AC35—70mm f/3.5—4.5

AUTO FOCUS SYSTEM
PICTURE SELECTOR

Usable lenses: Canon

non-AC and FD lenses (stopp!

Lens mount: Canon mount (signal transm
system). 7

Viewfinder: Fixed eye-level pentaprism without condenser. Gives
92 % vertical and 93 % horizontal coverage of actual picture area
and 0.83x magnification at infinity with a standard 50mm lens.

Finder information: Four-point LED; displayed to the right of
viewing area.

® M (red)——Manual indicator (stopped-down, bulb,
manual flash); flashes at 4 Hz.

@ P (green)—AE (program) indicator when steadily
illuminated. Flashes for camera-shake and
over/underexposure warnings (at 1 Hz for
1/90-1/30sec., at 2Hz for 1/30-2 sec., and at
8Hz for over/underexposure).

® ¢ (red)——Mode warning indicator; illuminates
steadily.

® 4 (green)—Flash charge completion indicator;
illuminates steadily.
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cture Selector System

Deep focus (deep field of focus)

(2) Shallow focus (shallow field of focus)

(3) Stop action (stop subject motion)

(4) Flowing (shutter speeds of 1/15, 1/30, 1/60,
1/125 sec.) ;

(5) Standard program

@ Stopped-down AE (only for lenses without FD
signal pins)

Metering coupling range: EV 1-19 (with ISO 100 film and FD
50mm f/1.4 lens).

Film speed: ISO 12-ISO 1600 (in 1/3 steps). Displayed in the LCD
panel when pressing the film speed setting button.

Exposure compensation: Correction of + 1.5 steps by pressing
exposure compensation button.
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AF system:

® Type—TTL sharpness detection system using CCD
elements.

® AF operation—Activated by pressing shutter button
halfway down when using AC lenses.

® AF modes—One-shot, servo, manual. (During continuous
shooting in servo, the camera maintains the original focus
for all shots, even if the distance to the subject changes.)

@ AF focus signal—Electronic beeper tone. Can be turned off
by simultaneously pressing the film speed setting button
and AE mode selector.

@ AF ranging brightness range—EV 4-18 when using the AC
50mm f/1.8 lens; EV 5-19 when using the AC 35-7T0mm
£/3.5-4.5 and the AC 75-200mm f/4.5 lenses (ISO 100).

Shutter: Vertical travel focal plane shutter with full electronic
control (Canon EMAS-II).

Shutter speeds: Automatic—1/1000sec.-2 sec., continuously
variable.
X-sync—1/90sec.

Self-timer: Electronically controlled, with a delay of approx. 10sec.

Film loading and first frame positioning: Automatic. After the
film has been positioned and the back cover closed, the film is
automatically advanced to the first usable frame and then
automatically stopped. Three blank frames are advanced. The
frame counter display then reads “1”.

Film wind: Automatic using built-in motor, enabling continuous
shooting. Confirmation by floating bar marks in LCD panel. When
the end of the film is reached, the film-load indicator and the frame
counter number in the LCD panel start flashing. A beeping sound is
also emitted.

Film rewind: Automatic using built-in motor. Automatic stop after
film has been rewound into the film cartridge. Rewind completion is
indicated in LCD panel.

Power source: Main power source—Four AAA-size batteries.
Alkaline batteries are standard but carbon-zinc may also be used.
Memory backup—Built-in lithium battery (BR-1225 or CR-1220);
battery life is approx. five years.

Battery check: By pressing the battery check (BC) button. Three
energy levels are shown by bar marks in the LCD panel.

Automatic flash:

@ Program flash AE—With the Speedlite 277T or 244T.
After sending out an infrared pre-flash to calculate the
distance and reflectivity of the subject, the 277T or
244T sets the aperture and 1/90sec. shutter speed
automatically. When out of shooting distance range (too
far away), a warning (indicated by the “P” flashing in
the viewfinder display) is given.

@ Electronic flash AE—With the 277T in “F/NO. SET”
mode, or with other Canon Speedlites, shutter speed is
set automatically to X-sync and aperture to the f/stop
that has been set on the flash.

Remote control: Possible with three-terminal contact for remote
control. Remote Switch 60T3 is required.

Back cover: Removable, with memo holder. Opened by sliding
latch with safety lock.

Dimensions: 141 (W) x 102 (H) x 54.7 (D) mm
(5:9/16” x 4" x 2-1/8")

Weight: 5559 (19-9/16 oz.) body only.

Subject to change without notice.

The situation facing Canon
— and you.

Canon’s worldwide 35 mm SLR market share
has been steadily increasing.

Fig. 1
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Over the last two years, Canon has increased its total
35mm SLR market share (based on shipments world-
wide) by five percent—from 27% to 32%, and contin-
ued growth is expected. This fact would seem to indi-
cate that Canon is in a very desirable position, but cer-
tain market trends prove otherwise, as shown below.

In general, 35 mm SLR camera sales in
the world have been declining.

Fig. 2 Total SLR Sales (All Makers)
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The years 1978—1980 saw rapid sales growth in the
SLR market worldwide, and a corresponding expansion
in the number of SLR camera models offered by
various makers. From about 1981 to the present, how-
ever, there has been a significant drop in SLR sales,
and new products introduced by makers have not been
strong enough to reverse this trend. As a result, while
Canon’s market share has indeed been increasing—
reflecting Canon’s strong performance vis-a-vis other
manufacturers—the company’s sales have not actually
been growing at the same strong pace.
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The character of the 35 mm camera market
is changing.

Fig. 3

Fig. 4

One of the reasons why SLR sales have been decreas-
ing is that the 35 mm market as a whole has undergone
some fundamental changes. In 1980, for example, SLRs
accounted for a majority of sales, while 35 mm compact
cameras—both the semi-automatic miniature type and
the fully automatic type—accounted for the rest. By
1983, however, the situation had reversed. Due in part
to a tremendous growth in the number of fully automatic
35mm compact cameras on the market, and to various
refinements in their performance, sales of compact
cameras had increased to the point where they ac-
counted for the majority of sales...and SLRs the minority.

Canon’s T-series has been designed to appeal
to a significant new market segment.

Fig. 5

The aforementioned unfavorable trend can be accounted
for by the fact that there is a relatively new segment of
users whose needs were not being met. These users
like the automatic features provided by 35mm com-
pacts, but they also want the freedom of expression
associated with 35 mm SLRs. They may have even at

one time ventured into SLR photography themselves—
or have a friend who did. But the result was frustration...
frustration at not being able to handle all the variables
of SLR photography. To meet the needs of these people,
Canon developed the T-series concept...a concept that
would guide the design of cameras that are decidedly
easy to use, yet which offer great flexibility in ways to
capture an image. One reason why Canon T-series
cameras are easy to use is that they are programmed
cameras—the user does not have to worry about aper-
ture and shutter speed. To simplify operation, the
previously introduced Canon T50 features auto load and
auto wind, while Canon’s T70 has auto load, auto wind
and auto rewind. In fact, the only function not to be
automated—up until now—is the focusing mechanism.

Canon has identified a new group of potential
T-series users.

Fig. 6

T-80

Now Canon has taken the T-series concept a step
further, and developed a 35mm SLR camera that is
totally automatic—exposure, film load, film wind, film
rewind, and focusing...everything! This new camera—
the Canon T80—is designed to appeal to those people
who have always felt that they were capable of captur-
ing the exceptional image on film, but who lack the
knowledge of camera hardware to produce good results.

Note: Figures 5 and 6 are notional figures, and they do not have
anything to do with actual percentages regarding market share or
total sales.
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You are selling a concept:
the Canon T80 is a totally automatic
35mm SLR camera capable of
responding to a photographer’s senses.

SG1-M4
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Canon had one basic development objective for
the T80, and that was to offer great flexibility in
capturing an image to the photographer who,
for whatever reason, does not have a substan-
tial understanding of camera hardware. To
meet this requirement, the T80 embodies the
following combination of innovative, automatic
features and traditional SLR characteristics:

@ Picture Selector System for programmed
automatic exposure offering a choice of
five photographic techniques

® TTL Autofocus System with dedicated
Canon AC interchangeable lenses

@® Auto Film Load, Auto Wind and Auto
Rewind

® A clean, uncomplicated layout with a
minimum of controls
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When communicating these main sales points
and all the other Canon T80 features to your
prospects, it is important that you do so in the
context of the T80 concept. That is, relate to
your customers how each feature works to let
them express their own photographic sense
easily. Take the time to explain the many image
possibilities the Canon T80 offers, and show
actual photo examples whenever possible.

This manual outlines the many advantages
of the Canon T80. By combining the infor-
mation contained herein with your own enthu-
siasm for photography, and by communicating
both to your prospects, you will be able to take
advantage of the great sales potential of a sig-
nificant new market segment.

AUTO FOCUS SYSTEM
PICTURE SELECTOR
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The Canon T80 makes 35mm photography a simple two-step
operation—yet still offers great freedom of expression.

MODE |

(te2)—|

LCD Display Panel and Display Information

Standard program AE

Shallow focus mode

Stop action mode

Deep focus mode
|

Flash charge
completion indicator

Stopped-down AE
indicator

Film load check indicator

Flowing mode

Film speed display (12—1600, 1/3 step)
Frame counter number display (1—39)
Bulb exposure total time display (1— 60)
Self-timer countdown display (10—1)

Frame counter
function display

IS0 indicator
Beeper indicator

B (bulb) indicator

Film rewind complelior‘\
indicator (flashes)

Film transport indicator
(wind, rewind)
Battery check indicator - ---End of film

Five-program Picture Selector System for

Auto Exposure communicates information in
easy-to-understand terms.

The Canon T80’s five-program Picture Selector System
uses LCD pictographs to symbolize the most widely
employed photographic techniques—deep field of focus,
shallow field of focus, stop action, flowing technique,
and the standard approach—and clearly presents to the
photographer all of the options for a particular photo
situation. The user simply chooses the pictograph that
most closely resembles the actual image at hand and
the way he or she wants to capture that image.

Deep field of focus—All of the figures in the picto-
graph can be seen, indicating that all will be in focus.
This mode favors small apertures to give maximum field
of focus.

Shallow field of focus—In the pictograph for this
mode, the image in front is clearly silhouetted, and the
others fade away. Large apertures are favored to
achieve a shallow field of focus.

Stop action—A sprinter is frozen in one spot in the
pictograph for this mode. Fast shutter speeds—fast
enough to stop quick action—are favored.

Flowing technique—The pictograph for this mode
features a sprinter with flowing lines. This mode sets an
aperture to match the shutter speed selection made by

Shutter speed display
Flowing mode: 1/15, 1/30, 1/60, 1/125 sec.
Manual mode: 1/60sec., Bulb

Note: All of the indicators are shown above, but
normally only the information needed at
a particular time is displayed.

indicator (flashes)

the user—either 1/15th, 1/30th, 1/60th, or 1/125th of a
second.

Standard approach—The pictograph logo “PROGRAM”
is the indication for this mode, which takes the middle
road in selecting aperture/shutter speed combinations.

The display panel is maintained on “active” status in all
camera states—the pictographs remain in the display at
all times in a semi-darkened condition, with only the
pictograph for the selected mode being completely dark.
To ensure easy operation, numerical information has
been kept to a minimum: film speed, the four shutter
speeds of the Flowing AE mode, frame counter number
and self-timer countdown. A beeper indicator appears
to reconfirm that correct focus has been achieved, that
the self-timer is operating, and that the end of the film
roll has been reached.

When explaining the LCD panel to your prospects,
be sure to show how each pictograph relates to a spe-
cific type of photographic situation—and how the picto-
graphs can actually help them to form a mental image
of the desired result. You'll be able to make your presen-
tation much more effective if you have a photo book (or
your own photo album) on hand.

SG1-M6




IR SELL NG POINTS M e

Autofocus and Light Metering Optical Systems

Light meter lens

Pentaprism

Focusing screen SPC sensor

Eyepiece
lens

Sub-mirror

Light
blocking
plate

AC 50mm /1.8

New pattern mirror

Infrared-cut filter

Triple beam splitter
3 CCD line sensors

Totally new Autofocus system that works with
any one of three dedicated lenses.

This TTL Autofocus system, which is activated when
the shutter button is pushed down halfway, automati-
cally gauges subject contrast in order to calculate the
distance to the subject and adjust focus. Light from the
subject passes through the lens, with a portion of it split
off at the new pattern mirror and passed down to the
ranging sensor unit in the bottom of the mirror box.
Three CCD line sensors—which can be thought of as
the “eyes” of the system—detect focus sharpness and
send that information on to the T80’s microprocessor.
The microprocessor in turn compares the sharpness
value received from each of the three sensors and pro-
duces command signals that automatically adjust the
lens accordingly. (Each of the three dedicated autofocus
lenses has a built-in micromotor, with power being
supplied by the batteries in the camera body. This
design helps realize overall lens compactness.)

The most important aspect to make your prospects
aware of is the fact that this system can be used with
all Canon AC autofocus lenses. In addition, the entire
line of over 50 Canon FD wide angle, telephoto, zoom
and macro lenses can be used with the T80.

As with the Picture Selector System, it is a good idea
for you to show sample photos (that you yourself

have taken or from a photo book) to your customers to
demonstrate to them the range of expression the three
different lenses and various focal lengths offer.

Light metering

The Canon T80 utilizes the center-weighted average
metering system for measuring light. Subject lighting is
measured by an SPC located above the eyepiece (the
same as with Canon A-series cameras). Communicate
to your prospects that sensitivity is concentrated on the
central picture area—the normal subject position—and
diminishes toward the edges.

Finder Display

Cross-split prism rangefinder

Manual indicator

AE program indicator

Camera-shake and
over/underexposure

@ Mode warning

Flash charge
completion
Laser matte focusing screen

Bright finder

The Canon T80 employs a laser matte focusing screen
to provide a clear and bright view of the subject, and an
information display is located to the right and outside of
the viewing area. With the exception of the Standard
Program mode, all program modes give a viewfinder
mode warning—the ¢ symbol—if the desired photo-
graphic effect can not be achieved. (An example of this
would be if the user is taking pictures indoors and sets
the T80 at the Deep Focus mode to get a great depth

of field. In a case like this, there will not be enough light
to obtain a great depth of field.) Other information
includes AE program indicator, camera-shake and over/
underexposure warnings, and flash charge completion
indication.
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Communicate to your prospects how each Canon T80 feature

contributes to easy operation.

Main switch (L, A, SELF)

Auto film load

The film is loaded by placing the film in the film cham-
ber, drawing the film leader across and aligning it with
the orange mark, and closing the back cover. The T80’s
built-in motor will automatically fire off several blank
frames to advance the film to the first usable frame.

Auto film wind

The built-in motor also winds the film on to the next
frame after each shot. When the shutter button is held
down to take continuous exposures, the T80 will aver-
age approximately 1.2 frames per second. Winding

Rewind switch

Rewind switch safety lock button

automatically stops when the end of the roll is reached
(this is reported by an electronic beeper and the flash-
ing of the frame counter digits and bars in the LCD
display).

Auto film rewind

The film is rewound by depressing the rewind switch
safety lock button and, at the same time, sliding the
rewind switch to the right. When film rewinding is com-
plete, the cartridge symbol in the LCD display will
begin to flash.

Clean, uncomplicated exterior design

One aspect of the Canon T80 that will surely catch the
attention of your prospects is its exterior design—the
Canon T80 features a clean, uncluttered layout...a flush
surface design without confusing dials and numbers.
Communicate to your customers that controls have been
kept to a minimum to simplify operation, and that every
camera operation can be made with easy-to-use
pushbuttons and slide switches.
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Other design elements to highlight for your prospects.

Soft-touch shutter release
button

Metering, focusing and the view-
finder display are activated when
the button is pressed down halfway,
and depressing it fully releases the
shutter.

Comfortable grip
The T80’s large, non-slip grip
enables the user to maintain a
stable, secure hold on the camera in
all kinds of shooting situations.

Main switch
To turn the T80 on, move the main
switch from the “L” position (where
the shutter release is locked) to the
“A” position. Move it to the “ & ”
position to use the self-timer
function.

Slide switch

This sliding switch is used to select
an AE program mode (while simul-
taneously depressing the AE mode
selector), to set the film speed on
the camera (while simultaneously
depressing the ISO button), or to
select a shutter speed in the Flowing
AE mode.

Remote control terminal

By plugging Canon’s Remote Switch
60T3 cable into the remote control
terminal, the user can control the
T80’s shutter release from a remote
location.

Exposure compensation
button

In cases where the background is
particularly bright and the subject is
strongly backlit, this button can be
used to ensure better exposure for
the subject area.

Mode/ISO/BC buttons
Located on the top of the T80 on the
left side are three buttons—the AE
mode selector is used for selecting
any one of the five AE program
modes, the ISO button is used for
setting the film speed on the camera
(from ISO 12—1600), and the BC
button is used for checking the bat-
tery energy level.

#lioot
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Battery chamber
The battery chamber on the bottom
of the T80 holds four AAA-size bat-
teries, which drive all circuits within
the camera body and also the lens
motor.
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Demonstrate to your prospects how easy it is to use the Canon T80,
and discuss with them the many image possibilities within their
reach.

After explaining the Picture Selector System for auto- 4) Then have the prospect raise the camera to eye-
matic exposure and the Autofocus system to your pros- level, get the subject in the viewfinder, and press the
pects, demonstrate how easy it is to use the T80. With a shutter button down halfway to focus. When focus is
test roll of film, go through the procedure of loading the correct (an electronic beeper will verify this), the
film in a clear and concise way. prospect can then push the shutter button down the

rest of the way to take the picture.
1) Point out that the T80 has a built-in motor to handle s -

Auto Film Load, Auto Wind and Auto Rewind. In addition to an explanation of camera mechanisms,
2) Next, pick out a subject in your store, and have your your sales talk should include a discussion about the
customer choose the appropriate AE mode. (For wide range of photo techniques that the T80 offers.
practical purposes indoors, the mode will most likely Following are a few photo examples and some of the

be either Shallow Focus or Standard Program; never- basic points that you will probably want to make.

theless, discuss many different types of subjects and
which modes would be appropriate.)

3) Let the prospect set the mode on the camera by
himself or herself. This is accomplished by pressing
down the AE mode selector on the top of the camera
and, at the same time, moving the slide switch either
left or right.

There is a good possibility that many of your Canon
T80 prospects will be unaware of photography
terminology that we take for granted, such as “depth
of field” or “field of focus”. When talking to your
customers, therefore, try to use easy-to-understand
terms. For “field of focus™, for instance, you can first
refer to it as a “zone of sharpness” within a picture.
In your discussion of the T80’s Deep Focus mode,
communicate that it is the mode to use.for expansive
landscape shots, “bird’s-eye view” photos, and for
photographing people or subjects that are lined up in
a row or spread out.

SG1-M10






	T80-01
	T80-03
	T80-04
	T80-05
	T80-06
	T80-07
	T80-08
	T80-09
	T80-10
	T80-11



