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PREFACE

‘This is the second supplement to the English Edition of Customer Service Counter Book-1 published
in May 1978. The Japanese edition was titled Customer Service Counter Book-2 and was published
in April 1977. The original editions cover products manufactured through 1977, and the first supplement
covers models marketed through early 1983. The other counter book titled Lens Data, published in 1982,
covers Canon interchangeable lenses manufactured up to that time.

This supplement covers the specifications and related material for still cameras marketed during the period
1983 to 1994. Most. gnformation is written in the present tense, with the “present” being the time when the
model was introduced. Remarks have been rewritten in historical perspective in only a few cases where
deemed necessary.

Product identification and differentiation, O.J.T. and customer information are the main purposes of this

volume.

‘We would like to thank the Corporate C ications Division’s Photo Production D and the

Camera Design Center’s Technical Information Department for their assistance in compiling this book.

About Further Supplements

We intend to provide follow-up supplements in the future when the number of models warrants it.

October 1995

Photo Products Quality Advancement Division
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Pellicle mirror used
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Light, compact
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DUAL FOCAL LENGTH LENS 9 P e
FIXED-FOCUS I 1416 AUTOBOY TELE
MC 10 0—-o Flash sold separately
LENS SHUTTER CAMERAS SHUTTER CAMERAS s l|Z ‘
7 | SNAPPYS LI o— AUTOBOY TELE 6 Half-frame possible
2 6 l 3 s
B—®AS6 Dual land/underwater use AUTOBOY WT28 ——@ World time function
9 CB35 12 ‘ I 9
. AUT(‘)EOY MINI T ALAF
9 4 ' LENS SHUTTER ZOOM 302
Sl\(ETC? BOOK PANfRRE AUTOB|OY ZJ‘OOM DATE
6 |s
3 SNAPPY V 12 AUTOBOY ZOOM SUPER 6—-@ High eye-point
‘3 9 EW AUTOBOY | 12
BF 35 Large-size finder AL-AF model
| I 9 6 12
BF35M AUTOBOY JET New type AI-AF
|
| 3 ‘ 3 3
SNAPPY CX AUTOBOY ZOOM 105 @ ALAF
10 ‘ ‘ 9|6
LA 10 @—— Marketed regionally AUTOBOY ZOOM 76 @@ ALAF
| 13| Dual land/underwater use Pr1se 2 A
AUTOBOY DS @—| 0. 1ond -AF new type
1 2 (XL)| Panorama selectable in mid-roll
4
LA m\)-# Marketed regionally AUTOBOY A i
9 Inl
9 Panorama selectable in mid-roll
BF 35 QD @ Large-size finder AUTOBOY S @-—— "
3 i
SINGLE-FOCAL LENGTH LENS 3 AUTOBOY?2 12 AUTOBOY J 8— :n:r:mselccuble in mid-roll
SHUTTER AF CAMERAS [
4 i
P Flash sold separately
7 AUTOBOY LITE LI
6 | AUTOBOY3 |3 SPD used
DX code supported
10] Low-angle finder
@——® AUTOBOY PRISMA DATE .
| Built-in remote control
1 7 Continuous shooting
AUTOBOY LITE 2 DATE 2
possible
12
SNAPPY AF
\ .
AUTOBOY MINI AL-AF
TOBOY F . AR
AU \ Panorama selectable in mid-roll
4
SURE SHOT OWL @— Large-size finder







Still Camera (Single-lens Reflex SLR)

FOCUS
MAR- |  PRICE LENS PHOTO- | WINDING
MODELNAME | pTED| (body only) | MOUNT ADST- | ceLL | SPEED (fps) | REMARKS |PAGE
Breech-lock Winding time:
0 .3 | 45000 1 | sec 19
I 5 YD | ayonet (FD) | M2 0.7 sec.
AN GHAERD 84. 4 | 1000000yen | BreeIOk |t | SPC |14 framestsec 20
MOTOR DRIVE CAMERA bayonet (FD)
Breech-lock Winding time:
70 : 69,000 spc 21
P e I | sl 0.7 sec.
¥ Winding time: | AF wh
® 554 | asoonyen] Pk | |7 Winding ime: [ AFwhenAC |
bayonet (AC type)| 0.7 sec. lens used
Breech-lock
190 8.2 | 148,000yen Manual | SPC |45 frames/sec. 23
bayonet (FD)
EOS 650 8.2 | 73000yen| EF AF E::C“ 3 frames/sce. 2%
EO0S 620 87.5 | 108000yen|  EF AF 5;:0“ 3 frames/sec. 2
6-z0mc
E0S 850 QD 810 | 48000yen|  EF AP [P 12 framesfee. 2%
6-z0mc Buil-in flash
e 3 7
EO0S 750 QD 8810 | 56600yen|  EF AP | o012 framestse | 01 2
6
EOS 630QD 8.4 | 85000yen| EF AF SZ:C"B 5 frames/sec. 3
6-zone | 5.5 frames/sec.
) . F 2
EOS-1 8.9 | 189,000yen|  EF Al S |
6-zone T
EOS RT 89.10 | 115000yen|  EF AP | Ot | ramesisee. | pellcte mimor | 30
¥
EOS 700 QD 9.3 | 58000yen|  EF AF S’:C” 1.2 frames/sec. 3l
8-z0me Built-in flash
100D 9.3 | 90,000 EF AF :
E0S 10Q) yen e |3 frmesiee. | X 32
Breech-lock Manual
60 90. 6 | Export onl i
RO ORIy onet (P et [SPE | inatne =
3-20me Built-in flash
EOS 1000QD 2.9 | 47,000 EF AF 1 f y
2 o sec | M oo 12 =
6-20me Built-in flash
EOS 100 QD 91.9 | 76000 EF AR 3f !
Q yen sp |3 frmesses. | 2 R | 55
EF-M 91. 9 | Exportonly EF Manual 3:’”“ 1 frame/sec. 36
3-20mc Builtin flash
EOS 1000 S QD 92.4 | 50000 EF AR 1f .
Q yen o | frametses. |00 37
16-20n¢ Builtin flash
EOS 5QD 92.10 | 108,000 EF AF 5t .
4 s sec |PMmeie onorzar | B
6-z0nc Built-in flash
EOS KISS 93.10 | 59,000 AF .
3 yen|  EF spo | frameses. | 3
16-z0nc | 6 frames/sec.
EOS-IN 94. 9 | 215000 EF AF w0
e SPC | (w/PDB)

—i3—




Still Camera (Lens Shutter)

Still Camera (Lens Shutter)

FOCUS PRICE Focus leroto
PRICE PHOTO MODEL NAME SALES LENS [ ADJUST- R
D . EMARKS PAGE
MODELNAME |SALES| (“HCR | LENS ADIUST- fCgl) REMARKS PAGE e DIUST- | crrr,
Builtin flash s 023 | 63000yen| 213mm | o [3-zonc [ Builiin fash
AUTOBOY 2 84.3 | 42800yen| 38mm f/2.8 AF SPC Sio 41 At | S SPC |GNO. 14~30 &
Special flash BF 35 92.3 | 19,000yen| 35mm /4.5 |Fixedfocus | Cas | Builin flash 66
e 8.4 | 47000yen| 35mm g8 | AP | spc |XCR 2 000 yen | 35mm /4.5 | Fixed-focus e
i Sgecial CB3sM 92.9 | 15800 yen | 35mm f/38 |Fixed-tocus| cas | uilin flash %
MC 10 85.4 | 36,000yen| 35mm f/4.5 |Fixed-focus | SPC R 3 Y L f = e GNO. 10
Builtin flash e C T (- 38-76mm Ap | 37one | Buitin flash
AUTOBOY LITE 85.7 | 30,000yen| 35mm 3.5 | AF s | oo 44 S00yen | piggs | AT SPC [GNO. 8.5~11 L
= - Builtin flash
SNAPPY S 85.7 | 22,500yen| 35mm f/4.5 |Fixed-focus | CdS 2‘;3 "; flash 5 SNAPPY CX 583" ‘Beportouly | S2mt A5 | Fovedbiveis | OISl 69
(ACTY) (5e0) ) 38-115mm 3-zonc | Builtin flash
i 862 | g 300 yen| 35 745 |Fixed-focus | CdS | Dual land/underwater use 46 ALNEEERAS 93:9 | 63000yen{i" fud- | "ALAE S one | ono, 14 70
Built-in flash Built-in flash
AUTOBOY F 93.9 | 33500yen| 32mm /35 | ALAF | spC 7
AUTOBOY 3 8.6 | 3980yen| 38mmf28 [ AF | sPD | N i yen| 32mm f et 1
AUTOBOY TELE QD 86.9 | s6300yen| OMMIRE | b spc [Built-in flash 4 LA 10 93.10 | Exportonly | 35mm /4.5 |Fixed-focus| CdS |Both wind/rewind manual 72
70mm §/4.9 GNO. 105
s |On Land: AI-AF| ilt-i
AUTOBOY ZOOM 35-70mm Built-in flash Built-in flash
5 AUTOBOY DS 94.3 | 40000yen | 32mm f/3.5 [Undevater: | SPC 7
DATE B3| Sa800yen i ey AF | SPC 1 oNo. 11114 49 fixed-focus GNO.75
AUTOBOY TELE 6 35mm §135, 3 ATTORBT ol oy 3885mm [ 3zonc [Builtin flash
Dl 8.3 | 52800yen| "o - 116 AF CdS | Full and Half-size format 50 S00yen | o8 SPC |GNO. 8.5-11.5 74
i Bl in flash SURE SHOT OWL. 94. 4 | Exportonly | 35mm f45 | AR Baltns
CB3s 88.9 | 15800yen | 35mm 38 |Fixdocus | Cas |0 s1 port only | 35mm f/4. oI5 | o6 75
AUTOBOY PRISMA 88.10 | 38300yen| 35mmg3s | AR | spc |Builtinflash 5 LA20 94. 4 | Exportonly | 35mm /3.8 |Fixed-focus| CdS |Both wind/rewind manual 76
DATE i GNO.9
AUTOBOY LITE2 Built-in flash BF 35 QDN 94.9 | NoMSRP | 35mm f/4S |Fiedfocus| Cas | BUiltin flash 7
i 8811 | 31,300yen | 3smmfias | AF | spC |l 53 f GROLD
AUTOBOY ZOOM 39-85mm Built-in flash 28-70mm 3-zone | Built-in flash
ol AUTOBOY LUNA 9411 | 48,000yen ALAF 7
SUPER S et e AR | SPD 1 0NO. 118144 o 115.67.8 SPC_|GNO. 11
38-60mm 3-zonc | Built-in flash
NEW AUTOBOY 8.9 | 378 ALAF
o 00senl ke SPC |GNO. 11 =
SKETCH BOOK 89.9 | 16,800yen| 35mm f/4.5 |Fixed-focus | CdS z:;g"; o] 56
SNAPPY AF 89.10 | Exportonly | 3smm fi45 | AF | spc |BUiltinflash 57
GNO.9
SNAPPY V 90. 3 | Exportonly | 35mm f/4S | Firedtooss| cas | Builtin flash 8
. 5 | Fixed
R 3 GNO. 10
28mm f/4, Built-in flash
AUTOBOY WT28 9.3 | 29800 F | spc 59
| ggmm ges | N GNO.9
35-105mm 3-zone | Builtin flash
AUTOBOY JET 9.6 | 57,5 AL-AF 60
o] 0yen| 886 AF | "sec | oNo. 12-25
35-105mm 3-zonc | Built-in flash
AUTOBOY ZOOM 105 | 91 3 | 45,300 ALAF 61
YN fass SPC_|GNO: 12-16
—
AUTOBOY MINI 91.9 | 23,800yen| 38mm f/35 | ALAF | SPC z';;c‘) '; Bash 62
(Mini-telephoto) 38mm 1735, Built-in flash
9.9 f
AUTOBOY MINI T L Ze0yen| nemyts | 0OF | SFC oo, 1057 =
38-76mm Built-in flash
AUTOBOY ZOOM76 | 91.9 | 40,300 ALAF 64
M Y 382 SPC | 6N0. 12-14
15—

— T —




3. DETAILED SPECIFICATIONS
BY MODEL

Still Cameras (35mm Focal Plane Shutter, SLR) ~ c+ssseeeeeee 19
Still Cameras (35mm Lens Shutter) ......... B =erea s Saeas 41
Note:

* According to destination market, the name and
some specifications of many products may differ.
All group products are listed in the MODEL
column.

* The marketed and discontinued dates are listed
for the entire group.

* The photograph, price, dimensions and weight are
shown for the product at the top of the list
(normally the Japanese domestic product).

* Since all Products listed are Canon Products,
“Canon” has been deleted from the model name to
conserve space.



STILL CAMERA (35mm FOCAL PLANE SHUTTER SLR)
MODEL: T50

MARKETED: March, 1983 |PRICE: 45,000 yen
DISCONTINUED: Dec., 1989 (body only)

DIMENSIONS: 1502 X 87 X 48.4mm \ T

WEIGHT: 540g (including battery)

LENS MOUNT: CANON breech-lock bayonet (FD coupling) Note that FL lens cannot be used.

FIELD OF VIEW: V-92%

H-93%
VIEWFINDER INFORMATION: 3 LEDs [P] program, [M] manual, and [ | flash charged. Correct exposure indicator,
camera-shake alert, out of coupling range waming, manual setting, flash charge completion indicator

VIEWFINDER TYPE: Fixed pentaprism SLR

FOCUSING SCREEN: Split-image/microprism

FOCUSING METHOD: Manual

SHUTTER: Electronically controlled vertical-travel focal plane shutter Auto: 2 sec. to 1/1000 sec.
Set to 1/60 at all times when aperture ring is not set at “A” mark SYNC: X, 1/60 sec. No bulb

BATTERY: Two AA cells (Ni-Cd cells cannot be used) SELF TIMER: Electronic, 10 sec., audible beep

FILM TRANSPORT: Auto-loading, auto-winding, rewind button, manual crank rewind, Winding speed: 0.7 scc.

METERING SYSTEM: SPC ighted average * Full-ap metering only possible

METERING RANGE: EV +1 to +18 (using SOmm £/1.4 lens at ISO 100)

EXPOSURE MODES: Program AE

FILM SPEED RANGE: 1SO 25 to 1600 in 1/3-step increments BATTERY CHECKER: Selector dial BC, beeper
MISC. SPECS.: None ACCESSORIES: Specdlite, Remote Switch 60T-3
REMARKS:

 This single-lens reflex camera for beginners features a built-in winder and easy operation.
+ Automatic flash. Use of the Specdlite 277T or other flash unit allows flash AE for automatically setting the optimum aperture.
* An identical model, marked “T-5”, was marketed through special channels in the United States.

g



STILL CAMERA (35mm FOCAL PLANE SHUTTER SLR)

MODEL:
NEW F-1 HIGH SPEED MOTOR DRIVE CAMERA

MARKETED: March, 1984 |PRICE: 1,000,000 yen
DISCONTINUED: June, 1987

DIMENSIONS: 156.7 X 70 X 262.4mm

WEIGHT: (FD type total weight) 2180g

LENS MOUNT: CANON breech-lock bayonet, FD coupling

VIEWFINDER TYPE: Interchangeable-prism SLR FIELD OF VIEW: 97%

VIEWFINDER INFORMATION: Metering indications, shutter speed, 3/ over/under display scale, out of metering range.
warning

FOCUSING SCREEN: 32 interchangeable laser matte screens

STILL CAMERA (35mm FOCAL PLANE SHUTTER SLR)

MODEL: T70

MARKETED: April, 1984 | PRICE: 69,000 yen
DISCONTINUED: Nov., 1986

DIMENSIONS: 151.0 X 89.2 X 48 4mm

WEIGHT: 580g (including battery)

LENS MOUNT: CANON breech-lock bayonet, FD coupling

VIEWFINDER TYPE: Fixed pentaprism SLR FIELDORVIEW: s

|VIEWFINDER INFORMATION: 4 LEDs [P program, [M] manual, [*] AE lock indicator and partal metering, and [ ) lash charged. Correct exposure
indicator, AE lock display, flash charge completion idicator, aperture or shuter $peed, manual exposure indicator, camera-shake alrt incorrect exposure warning
FOCUSING SCREEN: Split-i i screen with “New-Split-image”, laser matte screen (with partial metering area
mark)

FOCUSING METHOD: Manual

SHUTTER: Horizontal-travel titanium blade shutter with all speeds electronically controlled, 1/2000 sec. to 1/30 sec. in full step
increments SYNC: X, 1/60 sec. No bulb

BATTERY: Two S-12 SCOOPIC batteries containing 10 X 1.2V AA

Ni-Cd cells totaling 24V SELF TIMER: None

FILM TRANSPORT: Single-frame wind-loading, 2-frame feed after closing back cover, automatic winding, power rewind by
switch operation, automatic stop at completion of rewind

METERING SYSTEM: SPC photosensor, TTL/aperture metering fixed-point matching.

METERING RANGE: EV +6 to +20 (using SOmm /1.4 lens at ISO 100)

EXPOSURE CONTROL: Manual

FOCUSING METHOD: Manual

SHUTTER: Elcctronically controlled vertical-travel focal plane shutter Auto: 1/1000 sec. to 2 scc.
s

Manual: 1/1000 sec. to 2 sec. (in full step increments), bulb YNC: X, 1/90 sec.
BATTERY: Two AA diy cells or Ni.Cd cells zf;:yﬂmsﬁ: Electronic, 10 sec., audible beep, LCD

FILM TRANSPORT: Auto-loading, auto-winding, power rewind by resetting rewind button after end-of-film warning,
automatic stop at completion of rewind Winding speed: 0.7 sec./frame

METERING SYSTEM: SPC photosensor, TTL full-aperture metering (when using New FD or FD lens), center-weighted
average metering/center spot metering can be selected (when using FL lens, stop-down metering, aperture AE)

METERING RANGE: EV +1 to +19 (using SOmm f/1.4 lens at ISO 100)

EXPOSURE CONTROL: Program AE (normal, tele, wide), shutter priority AE, flash AE, aperture AE, manual setting possible

BATTERY CHECKER: BC button. Indicated by

FILM SPEED RANGE: ISO 6 to 6400 in 1/3-step increments lighting of LED

BATTERY CHECKER: BC bution. 4-stage display by

FILM SPEED RANGE: 1SO 12 to 1600 in 1/3-step increments LCD mark

MISC. SPECS.: +2/f exposure 2 (for NEW F-1)

Finders, Speedlites, remote control

REMARKS:

+ Features the world’s fastest shooting rate (14 frames per second) and a variable 4-speed function.

 Features the world’s first metering function and multiple metering areas in a high speed camera of its type (same as New F-1).

* Pellicle mirror eliminates blackout in the finder.

* Two battery cases configurations are possible: attached to the bottom of the camera to form a single unit or separated and
connected by a coiled cord.

« Speedite
+ Command back 70
| + Remote switch 60T3

MISC. SPECS.: No exposure ion, multiple A
exposure not possible

REMARKS:

* The second model in the T series featuring a built-in winder. The T70's specifications respond to a wide range of requests from
beginners up to semi-professionals. The T70 features: easy control of information by key operation and LCD, seven exposure
control functions including three program AE, one-touch selection of manual metering and spot metering, and automated film
transport from film loading through to film rewind

+ Automatic flash. Use of the Speedlite 277 or other T-series flash unit allows flash AE for automatically setting the optimum
aperture.

—20=
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STILL CAMERA (35mm FOCAL PLANE SHUTTER SLR)

STILL CAMERA (35mm FOCAL PLANE SHUTTER SLR)

MODEL: T80

MARKETED: April, 1985 | PRICE: 85,000 yen
DISCONTINUED: June, 1986 (body only).

DIMENSIONS: 141 X 102 X 54.7mm

WEIGHT: 605g (including battery)

MODEL: T90

MARKETED: Feb., 1986 PRICE: 148,000 yen
DISCONTINUED: Nov., 1986

DIMENSIONS: 153.1 X 121 X 69.4mm

WEIGHT: 900g (including battery)

LENS MOUNT: CANON breech-lock bayonet (AC coupling)

LENS MOUNT: CANON breech-lock bayonet, FD coupling

FIELD OF VIEW: V-92%
H-93%

VIEWFINDER TYPE: Fixed pentaprism SLR

VIEWFINDER TYPE: Fixed pentaprism SLR FIELB OF. VJEW; e

VIEWFINDER INFORMATION: FuanEDs[P]pmgum,[M]mlmlzl[O]mu\npmynnAEllarmmd[‘;]llashdmged Mo VIEWFINDER INFORMATION: Stuter specd, sperut, AE lock, FE lock, ox fon, manual, fonindicalor, eror
exposure display (programmed), camera-shake aler, i , g-range indicator, flash belp, mult-metering, spot metering, H/S contrl, diply,in date imprint check, display OFF
F SCREEN: 81 screens, split-i icroprism screen with “New-Split-image”, laser matte screen

FOCUSING SCREEN: Cross split type, full-screen laser matte screen

(with partial metering area mark) provided as standard

FOCUSING METHOD: When using AC lens, auto-focusing by TTL sharpness detection on passive-type 3-CCD line sensor
(one-shot AF, servo AF, manual can be selected)

FOCUSING METHOD: Manual

SHUTTER: Electronically controlled vertical-travel focal plane shutter Auto: 2 sec. to 1/1000 sec.
Manual: 1/60 sec., bulb SYNC: X, 1/90 sec.

SHUTTER: Electronically controlled vertical-travel focal plane shutter Auto: 30 sec. to 1/4000 sec.
Manual: 30 sec. to 1/4000 sec. (in 1/2-step increments), bulb SYNC: X, 1/250 sec.

BATTERY: 4 alkaline LRO3 (Size AAA penlight) SELF TIMER: Electronic, 10 sec., audible beep

SELF TIMER: Electronic, 2 or 10 second delay can be

BATTERY: 4 alkaline LR-6 or AA Ni-Cd selected, LED, LCD display

FILM TRANSPORT: Auto-loading, auto-winding, power rewind by resetting rewind button after end-of-film waming,
automatic stop at completion of rewind Winding speed: 0.7 sec./frame.

FILM TRANSPORT: Auto-loading, auto-winding, automatic rewind after end-of-film, automatic stop at completion of rewind
Winding speed: 4.5 frames/sec. (H mode), 2 frames/sec. (L mode

METERING SYSTEM: SPC TTL full-aperture metering,
stop-down metering)

ighted average metering (when using FL lens,

METERING SYSTEM: Center-weighted average metering, center spot metering, one-touch selection possible. Multi-spot
metering possible, H/S control possible

METERING RANGE: EV +1 to +19 (using Somm f/1.4 lens at 1SO 100)

METERING RANGE: EV 0 to +20 (using SOmm f/1.4 lens at SO 100)

EXPOSURE CONTROL: 5 AE programs (standard, decp focus, shallow focus, stop action, and “flowing”), flash AE,
Stop-down (working aperture) AE, manual sctting possible

EXPOSURE CONTROL: Shutter priority AE, aperture priority AE, variable shifymulti-program AE, aperture AE, A-TTL flash
AE, FEL flash AE, TTL flash AE, manual setting possible

FILM SPEED RANGE: ISO 12 to 1600 in 1/3-step increments BATTERY CHECKER: None

FILM SPEED RANGE: 1SO 6 to 6400 automatically setin 1/3-step  BATTERY CHECKER: BC button. 4-stage display on
increments according to DX code, manual setting possible LCD

MISC. SPECS.: 1.5-step exposure compensation, multiple | ACCESSORIES: Speedlite, Command Back 80, Remote Switch
exposure 60T-3

: Flash, Command back 90, Data memory back
90, Remote switch 60T3

MISC. SPECS.: +2-step exposure
(in 1/3-step increments), multiple exposure

REMARKS:

* The T80 is a totally automatic single-lens reflex camera that features high-grade automation functions such as auto-focusing with
AC lens, multi-program AE using icon indicators, and an automated film transport system designed to allow photographers to
take photos matched to their particular style.

+ Automatic flash. Use of the Speedlite 277T or other T-series flash unit allows flash AE for automatically setting the optimum
aperture.

REMARKS:

* The T90 is intended for semi-professional and professional camera users. It features a built-in motor drive (4.5 frames/sec.),
one-touch selection of eight modes, 13 program AE and three metering systems, high-speed shutter (1/4000 sec.) and high-speed
flash sync.

* Auto Flash

+ When using the Speedlite 300TL: A-TTL automatic flash, TTL spot metering flash

* When using the Speedlite ML-2: Automatic off-the-film TTL metering flash

* When using other T-series flashes: Automatic flash with external sensor




STILL CAMERA (35mm FOCAL PLANE SHUTTER SLR)

MODEL: EOS 650
EOS 650 QD

MARKETED: March, 1987 |PRICE: 73,000 yen
DISCONTINUED: Feb,, 1989 | (QD model, body only)

DIMENSIONS: 148 x 108.3 X 67.5mm

WEIGHT: 700g (including battery)

STILL CAMERA (35mm FOCAL PLANE SHUTTER SLR)

MODEL: EOS 620

MARKETED: May, 1987  |PRICE: 108,000 yen
DISCONTINUED: Sept., 1988 (body only)

DIMENSIONS: 148 X 108.3 X 67.5mm

LENS MOUNT: CANON EF mount

WEIGHT: 740g (including battery)

FIELD OF VIEW: V-94%

VIEWFINDER TYPE: Fixed pentaprism SLR H-94%

LENS MOUNT: CANON EF mount

VIEWFINDER INFORMATION: Stoter spcd specr,mocred manal sposute v, eplof el ity AE mode,corce expose warng,
AE lock, flash charge AF in-focus indicator, manual exposure indicator

FIELD OF VIEW: V-94%

VIEWFINDER TYPE: Fixed pentaprism SLR hieid

FOCUSING SCREEN: Interchangeable, full-screen laser matte screen (C type) with AF frame provided as standard

VIEWFINDER INFORMATION: Shutter speed, aperture, metered manual exposure level, incorrect exposure warning, AE lock,
flash charge completion indicator, exposure compensation, AF in-focus indicator, manual exposure indicator

FOCUSING METHOD: TTL-SIR AF. One-shot AF, servo AF, manual

FOCUSING SCREEN: Interchangeable, full-screen laser matte screen (type C) with AF frame provided as standard

SHUTTER: Electronically controlled vertical-travel focal plane shutter
Can be set to 1/2000 sec. to 30 sec. and bulb. (in 1/2-step increments) ~ SYNC: X, 1/125 sec.

FOCUSING METHOD: TTL-SIR AF. One-shot AF mode only

SELF TIMER: Electronic, 10 sec., operation indication

BATTERY: 2CRS Lithium Battery by LED

SHUTTER: Electronically controlled vertical-travel focal plane shutter

Can be set to 1/4000 sec. to 30 sec. and bulb. (in 1/2-step i SYNC: X, 1/250 sec.

FILM TRANSPORT:  Auto-loading, automatic blank film advance, auto-winding by builtin miniature motor, winding speed 3 frames/sec. during
conlinuous shooting, automatic rewind at completion of designated number (36) of exposurs or detection of film end, automatic stop at completion of rewind

SELF TIMER: Electronic, 10 sec., operation indication

BATTERY: 2CRS Lithium Battery by LED

METERING SYSTEM: TTL full-aperture metering using 6-zone SPC photosensor, cvaluative metering and center spot metering
can be selected

FILM TRANSPORT: Auto-oading, automaic blank film advance, auto-winding by bult-n miniature mator, winding speed 3 framesisec during
letion of designated number (36) of exposures or detection of film end, automatic stop at completion of rewind

METERING RANGE: EV +1 to +20 (using SOmm /1.4 lens at ISO 100)

METERING SYSTEM: TTL full-aperture metering using 6-zone SPC photosensor, evaluative metering and center spot metering
can be selected

EXPOSURE CONTROL: Shutter priority AE, aperture priority AE, intelligent program AE, A-TTL flash program AE, TTL
flash program AE, depth-of-field priority AE, manual setting possible

METERING RANGE: EV +1 to +20 (SOmm f/1.4 lens @ ISO 100)

FILM SPEED RANGE: 1SO 6 to 6400 automatically set in 1/3step  BATTERY CHECKER: BC button. 3-stage bar mark
increments according to DX code, manual setting possible onLCD

EXPOSURE CONTROL: Shutter priority AE, aperture priority AE, intelligent program AE (shiftable), A-TTL. flash program
AE, TTL flash program AE, depth-of-field priority AE, manual setting possible

MISC. SPECS.: =*S5-step exposure compensation
(in 1/2 step increments)

ACCESSORIES: None

FILM SPEED RANGE: 1SO 6 to 6400 automatically setin 1/3step  BATTERY CHECKER: BC button. 3-stage bar mark
increments according to DX code, manual setting possible on LCD

REMARKS:

* The EOS 650 (QD) is the first AF single-lens reflex camera with a completely electronic EOS system, integrated metering and
motor drive focusing built into the EF lenses. It also incorporates new proprietary technology such as an ultrasonic motor “USM”

and a highly sensitive sensor “BASIS.”

The EOS 650 also has a wide range of other features such as a built-in motor drive (3 frames/sec.) and six program AE modes

including depth-of-field priority AE.

* The QD model supports the following five imprint date items: date (three types), day/h/min, any 6-digit numeral, a 4-digit frame
counter, and imprint OFF.

+ Use of the 300EZ enables use of AF Illuminator for autofocusing in low light.

MISC. SPECS.: Multiple exposure, AEB (Auto Exposure | ACCESSORIES: None
Bracketing), *5-step exposure compensation (in 1/2 step
depth-of-field priority AE not available

REMARKS:

 In addition to EOS 650 functions, the EOS 620 features a higher maximum shutter speed (1/4000 sec.), and X sync. atl/250 sec.,
multiple exposure, and AEB (Auto Exposure Bracketing).
The EOS 620 also features intelligent program AE and shift function. (Depth-of-field priority AE is not included.)

+ Use of the 300EZ enables use of AF Illuminator for autofocusing in low light.

==




STILL CAMERA (35mm FOCAL PLANE SHUTTER SLR)

MODEL: EOS 850 QD
EOS 850

L T —

MARKETED: Oct., 1988 PRICE: 48,000 yen
DISCONTINUED: Dec., 1989 | (QD model, body only)

DIMENSIONS: 149.3 X 97.2 X 69.5mm

WEIGHT: 600g (including battery)

LENS MOUNT: CANON EF mount

FIELD OF VIEW: V-92%

VIEWFINDER TYPE: Fixed pentaprism SLR H.00%

STILL CAMERA (35mm FOCAL PLANE SHUTTER SLR)

MODEL: EOS 750 QD
EOS 750

MARKETED: Oct., 1988 PRICE: 56,600 yen
DISCONTINUED: Dec., 1989 | (QD model, body only)

DIMENSIONS: 149.3 X 102.2 X 69.5mm

WEIGHT: 660g (including battery)

LENS MOUNT: CANON EF mount

VIEWFINDER INFORMATION: AE in-focus indicator, flash charge completion indicator, camera-shake warning,
out-of-coupling-range warning

FIELD OF VIEW: V-92%

VIEWFINDER TYPE: Fixed pentaprism SLR H-92%

FOCUSING SCREEN: Fixed, full-screen New Laser Matte screen with AF frame

VIEWFINDER INFORMATION: AE in-focus indicator, AF in-focus indicator, flash charge completion indicator, camera-shake
alert, out-of-coupling-range warning

FOCUSING METHOD: TTL-SIR AF. One-shot AF mode only

FOCUSING SCREEN: Fixed, full-screen New Laser Matte screen with AF frame

SHUTTER: Electronically controlled vertical-travel focal plane shutter

Can be set to 1/2000 sec. to 2 sec. SYNC: X, 1/125 sec.

FOCUSING METHOD: TTL-SIR AF. One-shot mode only

SHUTTER: Electronically controlled vertical-travel focal plane shutter

Can be set to 1/2000 sec. to 2 sec. and bulb SYNC: X, 1/125 sec.

BATTERY: 2CRS5 Lithium Battery SELF TIMER: Electronic, 10 sec., audible beep

BATTERY: 2CRS Lithium Battery SELF TIMER: Electronic, 10 sec., audible beep

FILM TRANSPORT: Prewind film loading, auto-winding by built-in miniature motor, winding speed 1.2 frames/sec. duting continuous
shooting, leader wound info cartridge at completion of designated number (36) of exposures, automatic stop at completion of rewind

METERING SYSTEM: TTL full-aperture metering using 6-zone SPC photosensor, evaluative metering only

FILM TRANSPORT: Prewind film loading, auto-winding by built-in miniature motor, winding speed 1.2 frames/sec. during continuous
shooting, leader wound into cartridge at completion of designated number (36) of exposures, automatic stop at completion of rewind

METERING SYSTEM: TTL full-aperture metering using 6-zone SPC photosensor, evaluative metering only

METERING RANGE: EV 0 to +20 (50mm £/1.4 lens @ [SO 100)

METERING RANGE: EV 0 to +20 (S0mm #/1.4 lens @ 15O 100)

EXPOSURE CONTROL: Intelligent program AE, depth-of-field priority AE, TTL flash program AE, A-TTL flash program AE

EXPOSURE CONTROL: Intelligent program AE, depth-of-field priority AE, TTL flash program AE, A-TTL flash program AE

FILM SPEED RANGE: 150 25 to 3200 automatically set in full Sep a0y’ GHEGKER: Main dial switch at BC
increments according to DX code

FILM SPEED RANGE: 1SO 25 to 3200 automatically set in full step ,_ T ¥
idbmeats ascordma oK cade BATTERY CHECKER: Main dial switch at BC

MISC. SPECS.: None ACCESSORIES: Speedlite 160E

REMARKS:

« The EOS 850 (QD), sister model of the EOS 750, does not have built-in flash, but by using the Speedlite 160E, it is capable of
fully auto shooting just like the EOS 750.
+ Auto date models are provided with five imprint date items (including OFF).

MISC. SPECS.: None ACCESSORIES: None

REMARKS:

+ The EOS 750 (QD) is provided with the basic easy-to-use functions of the EOS 650. The flash and AF lluminator are built into
the prism section. The flash pops up when the camera judges that the situation is back-lit. or under-lit. After the flash fires, it
retracts, allowing fully automatic shooting.

+ Built-in Flash
Built-in retractable TTL automatic flash, GNO.12 (ISO 100, m)

« Auto date models are provided with five imprint date items (including OFF).

+ The EOS 750 (QD) has a built-in AF Illuminator.
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STILL CAMERA (35mm FOCAL PLANE SHUTTER SLR)

STILL CAMERA (35mm FOCAL PLANE SHUTTER SLR)

MODEL: EOS 630 QD
EOS 630 [N. America]
EOS 600 [Europe]

MARKETED: April, 1989 | PRICE: 85,000 yen
DISCONTINUED: March, 1991 | (QD model, body only)

DIMENSIONS: 148 x 108.3 X 67.5mm

WEIGHT: 720g (including battery)

MODEL: EOS-1

MARKETED: Sept., 1989 PRICE: 189,000 yen
DISCONTINUED: July, 1994

DIMENSIONS: 161 X 106.6 X 71.8mm

WEIGHT: 890g (including battery)

LENS MOUNT: CANON EF mount

LENS MOUNT: CANON EF mount

VIEWFINDER TYPE: Fixed pentaprism SLR FIELD ORNIEW;, & ek

VIEWFINDER TYPE: Fixed pentaprism SLR (built-in eyesight FIELD OF VIEW: V almost 100%

H-94% correction) H almost 100%
| VIEWFINDER INFORMATION: Shuter specd, apeture, metered manual exposure level, deptof-fieldprority AEmnde, ‘manual VIEWFINDER INFORMATION: S syt ok, s s L " AT
exposure indicator, AE lock, flash charge completion indicator, expor AF in-focus indicator, out-of- warning indicato, outaf-coul 1 el dispay
F SCREEN: R T e R it P et P e ol FOCUSING SCREEN: Interchangeable, AF frame, spot metering area mark, partial metering area mark, full-screen laser mattc

screen (C type) provided as standard

FOCUSING METHOD: TTL-SIR AF. Three modes (one-shot AF, predictive Al servo AF, manual focus) can be selected.

FOCUSING METHOD: AF by TTL-CT-SIR system. Three modes (one-shot AF, predictive Al servo AF, manual focus) can be
selected.

SHUTTER: Electronically controlled vertical-travel focal plane shutter
Can be set to 1/2000 sec. to 30 sec. and bulb. (in 1/2-step increments) ~ SYNC: X, 1/125 sec.

SHUTTER: Electronically controlled vertical-travel focal plane shutter
Can be set to 1/8000 sec. to 30 sec. and bulb. (in 1/3-step increments) ~ SYNC: X, 1/250 sec.

BATTERY: 2CRS Lithium Battery SELF TIMER: Electronic, 10 sec., LED, LCD display

FILM TRANSPORT: Auo-uain ic blark film advance, auto-windi in [ i i
esgatd anber (36)of expoures o dfcionof Flmen, lndmwmdmto:lnudgﬁ automatic sop e completon ofrewind

SELF TIMER: Electronic, 2 sec./10 sec. can be

BATTERY: 2CRS Lithium Battery selected, LED, LCD display

FILM TRANSPORT: Auto-loading, film advance,

‘winding speed 2.5 framesfsc. dri
film end,leader rewind o cartrid

METERING SYSTEM: TTL full-aperture metering using 6-zone SPC photosensor, evaluative metering and center spot metering
can be selectes

METERING RANGE: EV -1 to +20 (S0mm f/1.4 lens @ SO 100)

METERING SYSTEM: TTL full-aperture metering using 6-zone SPC photosensor, evaluative metering, center-weighted average metering,
center partial metering, and center spot metering can be selccted. In flash operation, off-the-film (OTF) TTL flash metering is used.

EXPOSURE CONTROL: Shutter priority AE, aperture priority AE, intelligent program AE (shiftable), depth-of-ficld priority
AE, A-TTL and TTL flash program AE, manual, seven PIC image modes

METERING RANGE: In evaluative metering and partial metering: EV 0 to +20 (SOmm /1.4 lens @ ISO 100)

FILM SPEED RANGE: 150 6 to 6400 automatically set in 1/3step  BATTERY CHECKER: BC button. 3-stage bar mark
increments according to DX code, manual seiting possible onLCD

EXPOSURE CONTROL: Shutter priority AE, aperture priority AE, depth-of-field priority AE, intelligent program AE
(shiftable), A-TTL and TTL flash program AE, manual

MISC. SPECS.: * £5-step exposure compensation ACCESSORIES: Norne
(in 1/2-step increments), AEB (Auto Exposure Bracketing),

seven custom functions, multiple exposure

FILM SPEED RANGE: 150 6 10 6400 (150 25 10 5, icallyset BATTERY
according to DX code in 1/3-step increments), manual seiting possible onLCD

BC button. 3-stage bar mark

REMARKS:

« The EOS 630 (QD) is based on the EOS 650, and features improved functions. It is dubbed the “pioneer of the New EOS.”
* Its new features includes high-speed AF, predictive AF control function, PIC image modes and enhanced custom functions.
+ The EOS 630 (QD) comes in two colors: metallic gray and black.

+ Auto date models are provided with five imprint date items (including OFF).

+ Use of the 300EZ enables usc of AF [lluminator.

MISC. SPECS.: 3 exposure compensation (in 1/3step | ACCESSORIES: Power drive booster E1, Command back E1
increments), AEB (Auto Exposure Bracketing), multiple
exposure, eight custom functions

REMARKS:

* The EOS-1 is the ultimate single-lens reflex model in the EOS series. It features professional specifications such as
high-precision AF by cross-type BASIS for detecting horizontal, as well as vertical, lines, 6-mode AE, five metering systems,
ultra high-speed shutter (1/8000 sec.), sync. X, 1/250 sec., and custom functions.

+ Attaching the Power Drive Booster E1 enables predictive Al servo AF of 4.5 frames/sec., increasing the winding speed t0 5.5
frames/scc. The Power Drive Booster El also has a vertical release button.

+ The EOS-1 features enhanced basic functions, superlative ease-of-operation, flexible custom functions and high reliability.

+ Use of the EOS flash enables use of AF Iiluminator.

 In addition to the hot shoe the EOS-lalso has a JIS B-type PC socket (w/ locking thread).

— 28—

29—




STILL CAMERA (35mm FOCAL PLANE SHUTTER SLR)

STILL CAMERA (35mm FOCAL PLANE SHUTTER SLR)

MODEL: EOS RT

Canon

MARKETED: Oct, 1989 | PRICE: 115,000 yen
DISCONTINUED: Dec., 1989 (body only)

DIMENSIONS: 148 x 108.3 X 67.5mm

WEIGHT: 700g

MODEL: EOS 700 QD
EOS 700

MARKETED: March, 1990 |PRICE: 58,000 yen
DISCONTINUED: Oct, 1990 |(QD model, body only)

DIMENSIONS: 149.3 X 102.2 X 71mm

LENS MOUNT: CANON EF mount

WEIGHT: 625 (including battery)

VIEWFINDER TYPE: Fixed pentaprism SLR FIELD OF VIEW: x:g::

LENS MOUNT: CANON EF mount

VIEWFINDER INFORMATION: Shutter speed, aperure, metered manual exposure lovel, depth-of-fild piorty AE mode, outof-coupling-ange
indicator, AE lock, manual exposure indicatr, flash charge completion indicator, exposure compensation, AF in-focus ndicator

FIELD OF VIEW: V-92

VIEWFINDER TYPE: Fixed pentaprism SLR i

FOCUSING SCREEN: Interchangeable, AF frame, full-screen laser matte screen (C type) provided as standard

VIEWFINDER INFORMATION: AE in-focus indicator, AF in-focus indicator, flash charge completion indicator, camera-shake
alert, out-of-coupling-range indicator

FOCUSING METHOD: TTL-SIR AF. Three modes (one-shot AF, predictive Al servo AF, manual focus) can be selected

FOCUSING SCREEN: Fixed, full-surface New Laser Matte screen with AF frame

SHUTTER: Electronically controlled vertical-travel focal plane shutter
Can be set to 1/2000 sec. to 30 scc, in 1/2-stcp increments, and bulb.  SYNC: X, 1/125 sec.

FOCUSING METHOD: TTL-SIR AF. One-shot AF, automatic selection of one-shot AF/predictive Al servo AF, manual

SHUTTER: Electronically controlled vertical-travel focal plane shutter Can be set to 1/2000 sec. to 2 sec. and bulb. (in 1/2-step
i In shutter priority mode: 1/2000 sec. to 1/4 sec. (in full step increments) SYNC: X, 1/125 sec., bulb

SELF TIMER: Electronic, 10 sec., operation indication

BATTERY: 2CRS Lithium Battery by LED

FILM TRANSPORT: Auto-loading, autometic blank film advance, auto-winding by built-in miniature motor, winding speed 5 frames/sec. during
continsous shooting, automatic ewind at completion of designated number (36) of exposures or detection of fili end, automaic stop at completion of ewind

BATTERY: 2CRS Lithium Battery SELF TIMER: Electronic, 10 sec., audible beep

METERING SYSTEM: TTL full-aperture metering using 6-zone SPC photosensor, evaluative metering, center-weighted average
metering, and center partial metering can be selected.

FILM TRANSPORT: Prewind film loading, auto-winding by built-in miniature motor, winding speed 1.2 frames/sec., leader
rewind into cartridge at completion of designated number (36) of exposures, automatic stop at completion of rewind

METERING RANGE: EV -0.5 to +20 (S0mm /1.4 lens @ 1SO 100)

METERING SYSTEM: TTL full-aperture metering using 6-zone SPC photosensor and evaluative metering.

EXPOSURE CONTROL: Shuter priority AE, aperture priority AE, intelligent program AE, depth-of-field priority AE, manual,
TTL flash program AE, A-TTL flash program AE

METERING RANGE: EV 0 to +20 (50mm £/1.4 lens @ SO 100)

FILM SPEED RANGE: IS0 6 to 6400: 1025 to 5000 zutomatically setin 13 BATTERY CHECKER: BC button. 3-stage bar mark
step increments according to DX code. Full range can be can be manually set on LCD

EXPOSURE CONTROL: Intelligent program AE, depth-of-field priority AE, shutter priority AE, TTL flash program AE,
A-TTL flash program AE, cight PIC image modes

MISC. SPECS.: AEB (Auto Exposure Bracketing), +5-step | ACCESSORIES: None
exposure compensation (in 1/2-step increments), 15 custom
functions

REMARKS:

+ The EOS RT is an pellicle-mirrored AF single-lens reflex camera, the first of its type in the world, featuring a real-time release
function where the image never disappears. This is accomplished by making the main mirror from an ultra-thin film pellicle
mirror, achieving a release time lag of 0.008 sec.

FILM SPEED RANGE: SO 25 to 3200 automatically set in full step " ®
et s X BATTERY CHECKER: Selector dial BC, beeper

MISC. SPECS.: None ACCESSORIES: None

= =

REMARKS:

+ The EOS 700 (QD) is based on the EOS 750, and features predictive Al servo AF, shutter priority AE by reversible dial, bulb
function and eight PIC image modes.

* Built-in Flash
Built into prism housing, retractable TTL automatic flash, GNO.12 (IO 100, m)

* Built-in auxiliary light mode

+ Auto data models are provided with five imprint date items (including OFF).

=3le=




STILL CAMERA (35mm FOCAL PLANE SHUTTER SLR)

STILL CAMERA (35mm FOCAL PLANE SHUTTER SLR)

MODEL: EOS 10QD [Japan]
EOS 10 [Europe]
EOS 10 [N. America]

MARKETED: March, 1990 |PRICE: 90,000 yen
DISCONTINUED: Sept., 1991 | (QD model, body only)

DIMENSIONS: 158 x 106 x 70mm

WEIGHT: 625g (including battery)

MODEL: T 60

MARKETED: June, 1990 PRICE:
DISCONTINUED: Sept., 1991

DIMENSIONS: 136 x 86 x 46.5mm

WEIGHT: 365g

LENS MOUNT: CANON EF mount

LENS MOUNT: CANON breech-lock bayonet, (FD coupling)

FIELD OF VIEW: V-92%

FIELD OF VIEW: V-93%

VIEWFINDER TYPE: Fixed pentaprism SLR H-92% VIEWFINDER TYPE: Fixed pentaprism SLR H.93%
VIEWFINDEH INFORMATION: 3-point focusing fr hutte d, aperture, depth-of-fiel ity AE mode, out-of-coupli warning, VIEWFINDER INFORMATION: 16-dot LED lighting/flashing display, exposure mode (AUTO, M, 60 4), shutter speed, high-lit
lert, AE indicator AE lock, indicat i ion indicaor, is waming

FOCUSING SCREEN: Fixed, full-screen laser matte screen with superimpose frame.

FOCUSING SCREEN: Fixed, split-image/microprism

FOCUSING METHOD: AF by TTL-SIR system, 3-point multi-focus AF, manual, predictive Al servo AF, one-shot AF, Al
focus mode (combination of automatic metering point selection, and automatic selection of one-shot AF or servo AF)

FOCUSING METHOD: Manual

SHUTTER: Electronically controlled vertical-travel focal plane shutter
Can be set to 1/4000 sec. to 30 sec. and bulb. (in 1/2-step increments)  SYNC: X, 1/125 sec.

SHUTTER: Vertical-travel metal focal plane shutter with all speeds electronically controlled
SYNC: X, 1/60 sec. No bulb

BATTERY: 2CRS Lithium Battery SELF TIMER: Electronic, 10 sec., audible beep,

SELF TIMER: Electronic, 10 sec., operation indication

BATTERY: Two SR44 silver or LR44 alkaline cells by LED on front

operation display by AF auxiliary light
FILM TRANSPORT: Auto-loxing asomatic tlrk filmadvanc,auo-vinding by bl i - = -

partialy protruding afte rewind o rewound ito cartrd o of rewind

FILM TRANSPORT: Easy loading by toothed multi-slit spool, winding by winding lever, rewinding by manual crank rewind
knob after resetting rewind button

METERING SYSTEM: TTL full-aperture metering using 8-zone SPC photosensor, evaluative metering (equivalent to three
metering points) and center partial metering can be selected.

METERING SYSTEM: TTL full-aperture metering using SPC photosensor, center-weighted average metering

METERING RANGE: EV -1 to +20 (50mm /1.4 lens @ ISO 100)

METERING RANGE: EV -1 to +18 (using SOmm f/1.4 lens at ISO 100)

EXPOSURE CONTROL: Shutter priority AE, aperture priority AE, intelligent program AE (shiftable), depth-of-ficld priority
AE, camera-shake limit program AE, manual, A-TTL and TTL flash program AE, four PIC image modes

EXPOSURE CONTROL: Aperture priority AE, manual (matching of lit and flashing LED dots)

FILM SPEED RANGE: 150 60 640: IS0 255000 automatically setin 1/ BATTERY CHECKER: 4-stage display on LCD other
step increments according to DX code. Full range can be set manually. than mode selector dial

BATTERY CHECKER: Turn SW-1 ON. If LED in

FILM SPEED RANGE: SO 25 to 1600 in 1/3-step increments finder lights, battery is OK.

MISC. SPECS.: +S5-step exposure compensation (in 1/2 | ACCESSORIES: Remote controller RC-1, Bar code reader E
step increments), AEB (Auto Exposure Bracketing), multiple
exposure, 15 custom functions |

MISC. SPECS.: None ACCESSORIES: None

REMARKS:

* Built-n bar code program
“This feature allows combinations of shooting conditions such as AF and AE to be converted to bar cod. Bar codes are input to the camera by the bar code reader,
and contain basic through to professional techniques.

* Built-in Flash
Builtinto prism housing, etcactable TTL automatic flash, GNO.12 (180 100, m). Fiash fres automatically in low-it and baclcit siuations. (Flashes does not fire
automatically on EOS 105.)

* AF luminator
Built-in 3-beam AF lluminator (equivalent to three metering points)

* Remote control
‘The remote control comprises 2 remote control transmilter that uses infrared and a builtin receiver.

*E0S10QD
‘The QD model supports eight impriat date items (including imprint OFF). (Data is imprinted by 7-dot LED during winding.)

* Intervl timer function

Setime: 1 sec. 0 23 hr/59 min/S9 sec., Number of st frames: 20 36
of atotal of 60 million (60,000,000) Canon full frame 35mm cameras, a limited number of metallc gray cameras were put on sal.

REMARKS:

+ The T60 features full line-up of functions for an introductory model (manual exposure + aperture priority AE)

« It can use the full range of excellent FD lenses.

+ In the overseas market, there is still a need for manual focus cameras. The T60 was developed specifically as an export model in
response to these needs.

.
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