Canon SELF-TIMER Model II

The Canon SELF-TIMER is designed for use with all models of

Canon camera or with cameras similar to the Canon. Releases shutter after
a maximum interval of approximately 10 seconds. When using the Canon

SELF-TTMER make sure to use a reliable sturdy tripod.
DESCRIPTIONS

Setting Lever (in released position)

Lock Nut

STHRT

Sagpbim o Collar Governor Housing

Starter

Model 11

HOW TO ADJUST

All Canon SELF-TIMERS are properly set to operate with Canon

camera models 11l and IV before leaving our factory. If, however, an

adjustment is required the following steps are recommended.
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Mount the SELF-TIMER by screwing the Coupling Screw firmly
on to shutter release button. Since there is a thread provided on
Canon models Il and IV for the SELF-TIMER it is unneces.sary to dis-
mount a shutter button ring, while the older models the shutter button
ring must be screwed off and the SELF-TIMER screwed in its place.
Loosen the Lock Nut and turn as far as it will go. Next turn
the Collar (or the Governor Housing) in the same direction
until the Collar reaches the Lock MNut.

Set the Starter to ‘/ Stop 7 position.

Wind the Setting Lever in the direction of an arrow and make
sure that it is wound beyond the dotted line.

Start the SELF-TIMER by shifting the Starter in the direction of
an arrow cnd see how far the Setting Lever will go.

You will notice that the Setting Lever stops before reaching
its released position. Leave the SELF-TIMER mounted on the
camera as it is. Loosen the Collar and turn the Governor
Housing gradually until you hear a plunger of the SELF-TIMER
retracts into the Governor Housing ond the Lever reaches
its released position. When this point is found tighten the
Lock Nut securely. Governor Housing can be turned to face the
Lever to any desired direction.

Now your SELF-TIMER is ready for use for your camera at all

times.
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